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FK Fighter Minimum Body Width 
FK Fighter vehicles with a RAV entry date post 1st January 2025 must be fitted with a body 
of sufficient width to comply with ADR 14/02. 
The required minimum body width is dictated by the mirror assembly type and mirror 
setting fitted to the vehicle. 

 
In accordance with Australian Design Rules (ADR) 14/02 – Rear Vision Mirrors, principally 
Appendix C clause 4.3, mirrors may project 230 mm on each side beyond the point of 
‘Overall Width’ of the vehicle provided that the mirror is capable of collapsing to 150 mm. 
Refer to Figure 1. 

 
Three approved FK Fighter mirror configurations are available, each resulting in a different minimum 
permissible body width, as outlined on Page 2. 

Figure 1 
 

≤230 MM ≤230 MM 
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1. Standard Mirror Assembly – Standard Setting (Inner Groove Option) 
 
The standard mirror assembly fitted to FK Fighter models. Mirror assembly part number is 
QFAP10085. 
To comply with ADR 14/02, this mirror arrangement requires a minimum body width of 2460 mm. 
 
 
2. Standard Mirror Assembly – Alternate Setting (Outer Groove Option) 
 
For applications requiring a narrower body, the mirror can be repositioned such that the mirror arm 
mounts in the outer groove of the mirror body. Mirror assembly part number is QFAP10085. 
With this setting applied, the minimum permissible body width is 2410 m 
 

 
 

 
3. Narrow Width Mirror Assembly (Optional Fitment) 
 
If the vehicle must be fitted with a body that is narrower than what the above options can 
accommodate, an optional narrow mirror assembly can be ordered and fitted to the vehicle. The 
part number for the narrow mirror assembly is QFAP10031. 
To acquire this part, contact your local FUSO Dealership. 
When fitted, the minimum permissible body width to meet ADR 14/02 requirements is 2300 mm. 
 
 

 

 
 

Outer groove (Alternate): 
≥2410mm body width 

Inner groove (Standard):  
≥2460mm body width 


